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Transmission removal

+ Remove transmission from underneath the vehicle.
+» Components to be removed include:

= Engine undershield.

= Propeller shaft from transmission.

= Transmission crossmember.

+ Diesel
= Remove diesel particulate filter (DPF).
= Remove catalytic converter.

lutch replacement

lutch type

« This model range may use either a conventional clutch pressure plate or a self-
adjusting type.

lutch pressure plate
Self-adjusting type

« When reusing a clutch pressure plate fitted with self-adjusting mechanism, it must
be reset prior to fitting:

= Compress clutch pressure plate diaphragm spring Fig.1.1. Tool
No.Emb.1604.

= Move adjustment springs to fully anti-clockwise position and hold
Fig.1.2.

= Release cluich pressure plate diaphragm spring.

= Remove clutch pressure plate compressing tool.

Transmission installation

« Current industry best practice recommends that all safety related nuts, bolts and
fastenings are replaced.
« Refit components in reverse order of removal.

Gear change linkage adjustment

« Except auto shift manual (ASM) transmission:
Unlock gear change cable Fig.12.
Remove gear lever gaiter.
Move gear lever to the right Fig 1.3
Pull gear lever upwards Fig.1.4.
Fit gear lever alignment tool fig.15. Tool No.716 589 00 23 00.
Move gear lever to the left and hold Fia.1.6.
Lock gear change cable Fig1.7.
Remove special tool.
Refit gear lever gaiter.

« Auto shift manual (ASM) transmission:
= Not specified.
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